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FOREWORD 

Thank you for using BL6-U Parallel elevator controller. BL6 series elevator integrated controller is the next generation 

elevator control system developed by Shenyang Bluelight Automatic Technology CO. LTD. It combines elevator 

intellectual logic control and high-performance VVVF drive control. With user friendly interface and advanced 

technology integrated together, the system not only has outstanding performance, but also shows strong reliability in 

practice.  

 The system combines intellectual logic control and high-performance VVVF drive control. 

 Adopts advanced vector control technology, demodulates motor with high precision, takes full advantage of 

motor capacity, improves elevator performance and comfort feel. 

 Adopts advanced space vector PWM calculation method, compare with traditional sine/cosine PWM method, it 

improves elevator operation efficiency and saves more energy. 

 Adopts full function of BL2000/3000 system, maximize the performance of elevator in different application. 

 When using Bluelight Synchronous machine, controller could pre-define the machine type with the most 

optimized model, save machine parameter input and auto-tuning process, improves the commissioning efficiency and 

maximize the machine performance.  

 Fuzzy logic control with non-load-compensation start-up. Excellent comfort feels without lift weighing device.  

 Rotating or stopping auto-tuning to get motor parameters and initial angle. 

 Suitable for both gearless PM Synchronous traction machine and asynchronous induction machine. 

 Brake units are built in for the whole BL3-B series to reduce external component cost. 

 Internal encoder and frequency dividing interface to match different PG signal.  

 Advanced double 32-bit CPU and FPGA for complete elevator control, with high reliability on elevator safety. 

 Redundancy design and full software-hardware protection to achieve elevator safety and reliability. 

 Passed professional EMC test, suitable for complicated job site.  

 Monitor the cutting current from controller to main motor every time elevator stops.  

 Generate optimized speed curve based on target floor to enable lift stop directly with high efficiency.  

 CAN BUS serial communication technology for duplex control with high speed and reliability. Simplify system 

wiring/extension.  

 Adopts wireless/LAN remote control interface, convenient for long distance commissioning, maintenance and 

elevator monitoring.  

 Equips upper monitoring and software, convenient for parameter setting, commissioning and debugging.  

 Data recorder to save integrated controller operation data, help for onsite maintenance /trouble shooting.  

 Parameter upload, download and copy to help onsite maintenance. 

 Support ARD function with only UPS unit. 

 Match GB7588-2003 (equivalent to EN-81) safety standard.  

This user guide has introduced on how to use BL6-U Parallel elevator controller. Please read it carefully and 

understand safety items before use (installation, running maintenance). This user guide is for elevator designer, 

installati
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WARNING 

Risk of electric shock 

 Read manual before installing. 

 Wait 5 minutes for capacitor discharge after 

disconnecting power supply. 

  

 

 

 A CMOS IC is used in the control board. Handle the control board and CMOS IC carefully.  

The CMOS IC can be destroyed by static electricity if touched directly.  
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Chapter 2: Introduction and Installation 

This chapter introduces models, specifications, product appearance, size, and product function of the BL6-U Parallel 

elevator integrated controller, and describes the checks required upon receiving or installing an Inverter. 

2.1. Model Description 

The model of the 



6 

Chapter 3: 2

 



7 

 

Chapter 2: Introduction and Installation  

 

  

CHART 2.1 SPECIFICATIONS (Cont’d) 
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2.4. Appearance and Exterior Dimension 

BL6-U Parallel elevator controller has Without shield type and shield type. Different from BL3-U series elevator 

controller, BL6-U can be installed only by hanging method. Refer to Figure 2.3-2.6 and chart 2.2-2.3 for appearance and 

exterior dimension of BL6-U Parallel elevator controller. 

2.4.1 Without shield type 

  

 

 

 

 

 

 

 

FIGURE 2.3 WITHOUT SHIELD TYPE EXTERIOR DIMENSION                FIGURE 2.4 WITHOUT SHIELD TYPE APPEARANCE 

Chart 2.2 Without Shield type exterior dimension 

Note: 5.5kw BL6 has two dimensions: Dimension of model BL6-UO4005-S and BL6-UO4005-
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2.4.2 Shield Type
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2.5. Confirmation upon Delivery 

Check below items when receiving the products. 

Chart 2.4 Things to check upon delivery 

With any ab
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Release the screw at the terminal cover (arrow), raise the cover according to arrow direction to remove the cover for 
wiring. 

 Install front cover 
Complete wiring and tighten the front cover in reverse order of removing terminal cover.  

 

 

 

 

 

 

 

 

 

 

Figure 2.7 Remove terminal cover on shield type    Figure 2.8 Without Shield type elevator controller 

2.6.5 Installation Orientation and Space 

Right /Left Reserved Space
(Minimum Distance)

Top /Bottom Reserved Space
(Minimum Distance)

 

Figure 2.9 Driver Installation Orientations and Space 

 

 

 

 

 

 

 





13 

 

Chapter 2: Introduction and Installation  

 

  

2.8. Product Function 

Functions list shown in chart 2.7-2.10. 

Chart 2.7 Basic Function List 

 

No. Name Purpose Description Note 

1 
Automatic 

Run 
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Cart 2.7 Basic Function List (Cont’d) 

 

 

 

 

No. Name Purpose Description Note 

9 
Full-load drive 

by pass 

Run to 

nearest 

registered 

floor 

At full load, car only respond to car 

call, not to landing call. 

Elevator back to normal state when 

overload is cleared. 

10 

Attendant 

control by 

pass 

VIP Run 

At attendant run, press pass over 

button, elevator only responds to car 

call. 

 

11 
Operation 

mode display 

Adjust/ 

Maintenance 

Elevator Running mode, direction, 

floor, door mode, load and fault 

information display on integrated 

controller LCD.  

 

12 
Auto control 

light 

Energy 

Saving 

Car box light turned off if elevator is 

not used for 15 minutes. Turned on 

after receiving any call.  

 

13 
Fire-Service 

Mode 
 

System enters fire-service mode 

when fire switch is closed: 

1. Clear up all landing/car call; 

2. Auto return to fire floor 

3. Door keep opens 

4. Output fire linkage signal after 

return to fire floor. 

5. If elevator runs in opposite 

direction, stop at nearest floor, do 

not open door, run directly to fire 

floor, door keep opens. 

Two fire-service modes for option: 

Fire mode 1: Elevator stop running 

after returning to fire floor. 

Fire mode 0:  

a) Landing call disabled; 

b) Door keep opens at fire floor; 

c) To run elevator, fireman should 

first choose the target floor, press 

and hold the close door button till 

door close, elevator run; if 
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Cart 2.7 Basic Function List (Cont’d) 

 

Chart 2.8 Special Function List 

No. Name Purpose Description Note 

15 Parking Stop Running 

Elevator enters parking mode at 

electric lock closed. 

1.Elevator does not respond to 

landing call, service all car call and 

return to parking floor (adjustable); 

2. If no car call, elevator directly 

return to parking floor; 

3. After return to parking floor: 

 a. HOP and COP display parking 

sign “ZT”; 

 b. Do not respond to car/landing 

call; 

 c. After 10s, door close, car box 

light and HOP/COP display turn off.  

 d. Press any COP/Open, close door 

button, car box light turns on; 

 e. Press Open/Close door button, 

car door close again and cut car box 

light after 10s.  

1. If elevator at inspection mode 

when close electric lock, car cannot 

auto return to parking floor. Other 

functions remain.  

2. Integrated controller in working 

state when elevator at parking 

mode. Once open electric lock, 

elevator will run normally.  

 

16 
Duplex 

Control 

Two elevator 

optimized 

control 

1. At landing call, both elevator 

answers based on their running 

state and location, and only one 

elevator respond to increase the 

running frequency.  

2. When both elevators at waiting 

state, one return to waiting floor 

(normally G floor), the other one 

stays at current location.  

To achieve duplex, connect two 

integrated controllers with the 

cable provided and set duplex 

parameter accordingly.  

17 Group Control Multi-Elevator Control up to 8 elevators together  

No. Name Purpose Description Note 

1 
Hoistway 

Learning 

Measure, 

store 

hoistway 

data. 

In inspection mode, from bottom 

terminal switch to top terminal 

switch, measure and store the 

landing zone and hoistway switch 

position.  

Hoistway learning may be 

terminated in unusual condition and 

system will give error code 

accordingly. Please follow Chart 8.2 

for detail error codes.  

▲Note：When hoistway learning 

stops, only when “Success” is 

displayed on the operator means 

hoistway learning success. 
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Chart 2.8 Special Function List (Cont’d) 

 

No. Name Purpose Description Note 

12 

Auto 

Start/Stop 

Elevator 

Service 

Automatic 

start/stop 

elevator 

service 

User may set elevator on/off time 

by practical requirement. 

1. Time is set by 24hrs 

2. Cancel this function by setting 

both on/off time to 00. 

3. This function is only available 

with electric lock open, otherwise 

elevator in parking mode. 

4. To enable elevator service in off 

time: 

  a. Close electric lock, wait for 1s, 

reopen electric lock to enter force 

on mode, elevator could use 

normally. 

  b. Close electric lock after use, 

wait for 1s, reopen electric lock to 

exit force on mode, elevator in off 

time.  

13 
Special 

Running 

Special 

Passenger 

Service 

Landing call is invalid, elevator 

controlled by attendant. Door 

control mode is attendant mode.  

Only available with special buttons.  
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Chart 2.8 Special Function List (Cont’d) 

19 

Emergency 

Auto 

Leveling 

(ARD mode) 

After power 

cut, elevator 

powered by 

emergency 

leveling device, 

level to nearby 

landing zone. 

After power cut, elevator powered by 

emergency leveling device and level to 

nearby landing zone to free the 

passenger. Such function must meet 

certain requirements:  

1. After power cut, elevator powered by 

emergency leveling device. (integrated 

controller I/O board terminal X18 

enable); 

2. Elevator NOT in inspection mode; 

3. Elevator NOT at landing zone; 

4. Elevator can run normally; 

5. Safety/Door inter-lock circuit close; 

Elevator emergency leveling procedures 

when not at landing zone: 

1. Determine run direction based on load 

condition (need weighing device); 

2. After leveling to nearby floor, door 

keep open, and emergency leveling 

device cuts off power.  

3. After power recovery, if system record 

a history of emergency leveling action, 

elevator return to bottom floor to 

re-calibrate hoistway data.  

When at landing zone, emergency 

leveling device supply power, elevator 

door open (integrated controller I/O 

board terminal X18 must enable).  

Because the power of 

emergency automatic leveling 

running is supplied by elevator 

emergency automatic leveling 

controller device, drawings of 

controller system is different 

from standard drawing. When 

you need this function, please 

ask technique department for 

drawings accordingly. 

 

20 
Input port 

evaluation 

Inspect input 

signal 

interference 

System evaluates and displays the input 

signal quality, help service team to 

increase the hoistway cable resistance to 

interference and eliminate elevator 

COP/HOP display fault information and 

leveling issue.  

Provide direct evidence on 

input signal interference.  

21 
Door open 

in advance 

When run at 

low speed, 

door open 

beforehand to 

improve 

running 

efficiency.  

 

Elevator reduce speed when approaching 

target landing zone, if elevator meets the 

condition below, door open in advance: 

1. Elevator run normally, reaching target 

landing zone; 

2. Two leveling sensors enable; 

3. Car speed lower than the set 

protection speed; 

4. Controller low speed output enable; 

5. Safety board output enable; 

In special function select 

parameter F4-06-20=ON to 

enable opening in advance;  

For opening in 

advance/re-leveling function 

principle/wiring diagram 

please see Appendix 2- 

opening in 

advance/re-leveling function 

description. 
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Chart 2.9 Main safety protection Function (Cont’d) 

Chart 2.10 Optional Function List 

 

 

No. Name Elevator Description 

15 
Electric motor 

protection 
Electric thermal protection 

16 
Impact restrain loop 

failure protection 
Through contactor joint to feedback protection 

17 Over speed protection Protect when the speed is faster than allowed 

18 
Over deviation 

protection 
Protect when speed deviation is larger than allowed. 

19 PG fault protection Protect when PG break or phase stagger. 

20 Self-study protection Protect when self-study of motor parameter unusual. 

21 Phase lack protection Protect when lack of in/output phase 

22 Door drive signal  Protect when door signal unusual. 

23 
Running time 

protection 
Protect when once run time is longer than limited time. 

24 
Counter of floor 

protection 
Protect when floor counter is wrong. 

25 

Trouble of 

communication 

immunity

No.Name
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Chart 3.2 Wire 
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3.2.5.4  CONNECT BRAKE RESISTOR 

1. There is an internal brake unit in the controller but must equip an external resistor to absorb the feedback 

energy during brake. Refer to chart 2.6for the configurations of the brake resistance. 

2. Connect brake resistor to terminal B1, B2. 

3. It is recommended to apply heatproof wire with appropriate specification and minimum length to connect 

brake resistor.  

4. The installation of the braking resistor should consider the need of cooling. If necessary, Fans and protection 

cover can be applied to ensure ventilation and away from burn, electric shock and fire. 

5. Do not touch terminals B1 and B2 with bare hands.  
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3.3.2 Terminal Connection for Control Circuit 

3.3.3 Control Circuit Port definition and Function 

Chart 3.3 Control Circuit Port definition and function list 

Port 
No. 

Terminal 
Symbol 

Location
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CHART 3.3 Control Circuit Port definition and Function (Cont’d) 

Note: Definition of DIP switches: Normally, please set all 4 DIP switches to OFF status. 

In addition to the terminals above, there are some debugging interfaces on the main control board： 

Chart 3.4 

app:ds:insulated%20wire
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The common terminal of board for digital value input interface is +24V，so it should be contactor input or common 

emitter input (0V common terminal) as shown in Figure 3.5 and Figure 3.6. 

COM

X0~X25

vcc

+24V

 

FIGURE 3.5 COMMON EMITTER INPUT 

vcc
+24V

 

FIGURE 3.6 CONTACTOR SWITCH INPUT 

3.3.5.2 CAN COMM INTERFACE H0L 

FIGURE 3.7 CAN COMM INTERFACE AND CONNECTION 

The controller, COP and HOP are connected through CAN bus. The reliability of CAN BUS communication is directly 

related to cable wiring. It is specifically required that shaft cable and traveling cable should be twisted-pair shield cable. 

The twisted-pair can stop the differential mode interference of the long wire while shield can isolate the 

electromagnetic interference caused during elevator running. The function and connection of the CAN communication 

interface is shown in the Figure 3.7.  
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3.3.5.3  ANALOG INPUT INTERFACE 

The voltage range of analog input interface is -10~+10V，for selecting the load information provided b load information
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3.4.1.3 PG_V6 Terminal Definition & Function List 

Chart 3.6 PG_V6 Card Terminal Definition & Function  

Port 
No. 

Terminal 
Symbol 

Location Definition Usage 

Interface Tech Spec 

Interface Type Rated Capacity 
On/off 
Time 

Max 
Speed 

JEN
D

A
TA（

sh
o

rt fo
r JEN

） 

+12V JEN-1 
OC/Push-pull type 

power 
12V power Power output +150Ma/12V±5%   
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3.4.1.5 PG_V6 
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3.4.2 
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3.4.2.3 PG_V6X Terminal Definition & Function List 

Chart 3.7 PG_V6X Card Terminals Definition & Function 

Port No. 
Terminal 
Symbol 

Location Definition Usage 

Interface Tech Spec 

Interface Type Rated Capacity 
On/off 
Time 

Max 
Speed 

JEN
D

A
TA

 (sh
o

rt fo
r JEN

) 

0V JEN-1 Power ground Power ground Power ground —   

IA JEN-2 
OC/Push-pull type A phase 

input 
Input signal A OC/Push pull input -10Ma/12V-15V  500KHz 

IB JEN-3 
OC/Push-pull type B phase 

input 
Input signal B OC/Push pull input -10Ma/12V-15V  500KHz 

+12V JEN-4 OC/Push-pull type power 12V Power supply Power output +150Ma/12V±5%   

 JEN-5       

+12V JEN-6 OC/Push-pull type power 12V Power supply Power output +150Ma/12V±5%   

A+ JEN-7 
Freq dividing signal OC 

output A 
Sync freq dividing OC/Push pull output ±50Ma  500KHz 

B+ JEN-8 
Freq dividing signal OC 

output B 
Sync freq dividing OC/Push pull output ±50Ma  500KHz 

0V JEN-9 Power ground Power ground Power ground —   

GE JEN-10 Shield ground Shield ground 
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3.4.3 SPG_V6 Interface Card 

3.4.3.1 SPG_V6 interface card diagram 

SPG_V6 interface card is sync/async machine universal sine cosine encoder speed feedback and frequency dividing 

output card.SPG_V6 is in supporting use of 5V line driver output type sine cosine encoder. Encoder for async machine: 

A/B, and encoder for sync machine: A/B/R/C/D. 

Refer to Figure 3.16 below for detail.  

117

111

5
65
0

 

FIGURE 3.16 SPG_V6 CARD 

3.4.3.2 SPG_V6 Interface Card Terminal Definition and Function List 

Chart 3.8 SPG_V6 Terminal Definition & Function (D-
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3.4.3.3 SPG_V6 Interface Card Circuit 

Shield Signal Wire

GND_E

2
1

Earthing Shield Terminal of Signal Cable

Chassis Ground

High-voltage Capacitance

Regularity Resistor(Optional) 

PG Card

Encoder

Encoder
Ground

 

FIGURE 3.17 SPG_V6 CARD 

The resistor for ground terminal GND_E is not essential component. There might be different requirement 

between different versions. 

3.4.3.4 Precautions for using SPG_V6 

1. Sine/cosine PG card can provide power output of 5V±2.5%/500mA for encoder. If the current required exceeds 

the PG card rated value, it may damage the PG card or encoder. 

2. The cut-off frequency of the analog input signal is requested to be lower than 40KHz. This is decided by filter 

circuit. If the input signal bandwidth exceeds this range, PG card cannot guarantee to analyze the signal correctly 

and the driver may not work properly.  

3. If use the frequency output function that PG card provided, make sure that the current in frequency dividing 

interface is within rated level to avoid any unwanted circuit protection mechanism. Also, the maximum 

frequency dividing output rate is 250KB/S; beyond such limit of the speed rate may cause frequency dividing 

signal not to output properly.  

4. The two-ground terminal of GND_E is connected inside. At site, one terminal is required to connect to the system 

GND 
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3.4.4 SPG_V6E Interface Card 

3.4.4.1 SPG_V6E interface card diagram 

SPG_V6E interface card is sync/async machine universal sine cosine encoder speed feedback and frequency dividing 

output card. SPG_V6E is in supporting use of 5V line driver output type sine cosine encoder. Encoder for async machine: 

A/B, and encoder for sync machine: A/B/C/D. (Suitable for ECN1313) 

Refer to Figure 3.18 below for detail. 

       

                                             

FIGURE 3.18 SPG_V6E CARD 

3.4.4.2 SPG_V6E Interface Card Terminal Definition and Function List 

Chart 3.8 SPG_V6E Terminal Definition & Function (D-input/output refers to Differential input/output) 

 

5
6 5
0 

111 

117 

Terminal 

Name 

Terminal 

Mark 
Location Definition Usage 

Interface Technical Specification 

Interface Type Rated Capacity 
On/Off 

Time 

Max 

Speed 

JEN
D

A
T 

(Fo
r freq

u
en

cy d
ivid

in
g sign

al) 
+12V 
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Chapter 4: Digital Operator 

BL6-U Parallel elevator integrated controller is equipped with LCD digital operator OP-V6. It is a tool for commissioning 

and maintenance of control system. It provides a nice and easy human-machine interface with both Chinese and 

English on display. 

4.1. Key, display and function of Digital Operator 

The digital operator OP-V6 has the main LCD screen with resolution of 128×64 LCD, 5 LED and 11 function buttons. 

Refer to Figure 4.1 below for detail.  

 

FIGURE 4.1 DIGITAL OPERATOR 

4.1.1 Operator LED Display 

5 LEDs on the top of the operator display controller current state simply and directly. The definition and display 

function of each LED, as shown in chart 4.1. 

Chart 4.1 LED definition & display function 

Name Function 

DRV When the controller is in operation, the LED light. 

FWD When the controller is in forward running operation, the LED light. 

REV When the controller is in reversal running operation, the  LED light. 

COM When the controller communication is normal, the LED light. 

ERR When the controller is in fa9(h)-54(e)54(( ))-57.224 69.36 54.6 he 
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4.1.2 Operator Keys 

Chart 4.2 Operator Keys names and functions 

Keys Name Function Description 

 

[RUN] Key 

Run the controller in keypad control mode; 

button is disabled in program control mode. 

Enable/disable is set through parameters.  

 

[STOP] Key 

Stop the controller in keypad control mode; 

button is disabled in program control mode. 

Enable/disable is set through parameters.  

 

[MENU] Key Return to main menu on any screen. 

 

[SHIFT] key Enable the 2nd function of other keys. 

 

[RESET] Key 
Enter the digit setting option for certain 

parameters.  

 

[UP] Key 
Scroll up menu options or edit figures in certain 

setting page.  

 

[DOWN] Key 
Scroll down menu options or edit figures in 

certain setting page.  

 

[LEFT] Key 
For parameter setting, choose the left digit  for 

editing.  

 

[RIGHT] Key 
For parameter setting, choose the right digit 
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4.1.3 LCD Display 

Controller enters the main interface after power on. The main interface is shown in Figure 4.2. 

The main interface displays the main information of the elevator in present status, including floor number, elevator 

speed, running direction, door lock status, running model, fault code and else. On the main interface, the above 

information is live updated. 

Elevator Control

FLOOR 1
CLOSE

m/s
ER : 10

0.00
FULL

AUTO
Elavator 
State 1

Door Lock 
State

Current  Fault

Speed Feed 
Back

Elavator State 2

Current 
Floor

 

FIGURE 4.2 MAIN INTERFACE ON DIGITAL OPERATOR 

The instructions for the information shown in the Digital operator LCD display interface are as following: 

1. The status of the elevator display1： 

INSP   ARD         MANU  AUTO 

FIRE   STOP  USER 

2. Present floor display: 

Display the floor number that the elevator is at. 

3. Door lock status: 

CLOSE/OPEN: Door inter-lock circuit closed/opened. 

4. The status of the elevator displays 2: 

FULL:  Full load 

OVER:  Overload  

GROUP:  Group control  

TWINS:  Duplex control 

5. Present error: 

ERR：XX    Display the present Error code.  

4.1.4 Function of Operator 

The function of digital operator is as follows:  

1. LCD display with English and Chinese 
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4.2. Structure and Switch process of the Operator Interface 

The structure and interface switch process of the digital operator, as shown in Figure 4.3. 

 

 Elevator Control
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  Modified(D)
  Saving Para

  MonitorPara(U)
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  I/O Input(U1)
  I/O Output(U2)

[ENTER]

[ESC]

[    ]

…
…

  Hoistway(U0)
Lower Limit
U0-00:  0.00m

[ENTER]

[ESC]

  Hoistway(U0)
Upper Limit
U0-01: 15.81m
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FIGURE 4.3 STRUCTURE FLOWCHART OF OPERATOR MENU 
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4.3. Parameter Setting 

  Floor Data(F0)
Total Floor
F0-00:  6

     2 ～ 64

  Floor Data(F0)
Total Floor
F0-00:  6

    2 ～ 64

 Floor Data(F0)
Total Floor
F0-00: 06 

    2 ～ 64
[ESC]

[ENTER]

[ESC]

[ENTER] [    ]

[    ]

  Floor Data(F0)
Total Floor
F0-00:  5

    2 ～ 64

[    ]

[    ]
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[    ]

[    ]

…
…

  Floor Data(F0)
Set Indication06
F0-10:  6
   

  Floor Data(F0)
Homing
F0-01:  1

     1 ～ 64

[    ]

[    ]

  SettingP F

( F
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FIGURE 4.4 PARAMETER SETTING 

In the interface of parameter menu: Press [ENTER] key to enter the interface. (First, it should input the correct user 

password in the environment setting menu, otherwise, pressing the [ENTER] key will enter the interface of user 

password setting. So please pay attention to distinguish the factory password and user password. If you want to input 

the factory password, please press the [ESC] key, returning to previous menu, then press the [DOWN] key to change 

the prompt to “input the factory password”, after that press the [ENTER] key, entering to the interface of the inputting 

factory password). Press the [UP] or [DOWN] key to check all the parameters. Please press the [ENTER] key to enter the 

interface of parameter menu. Please press [LEFT] or [RIGHT] key to move the arrow to left or right. Press the [UP] or 

[DOWN] to increase or decrease the value that the arrow point at. After setting the value, please press the [ENTER] key 

to save the parameter. 

Some parameter values are combination values of the status. Their setting cannot follow the above flowchart directly 

and should follow the ToolTip in the parameter changing interface. Press [RES] key to enter the bit parameter setting 

interface to set the status value as per the bit. After entering the bit parameter setting interface, press [UP] or [DOWN] 

key to check the status of the present bit. When the status of the present bit needs to be changed, press [ENTER] key 

to enter the status change interface. In the status change interface, press [UP] or [DOWN] key to check the status of 

the present bit, press the [ENTER] key to save the status of the present bit, press [ESC] key to return the Previous Menu 

The process of bit parameter setting is shown in Figure 4.5. 
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FIGURE 4.5 SETTING BIT PARAMETERS 

4.4. Commissioning Parameters 

In commissioning interface: Move the arrow by pressing [UP] key or [DOWN] key to carry out the operation, press 

[ENTER] to enter the selected interface. 

In floor selection interface: Press [UP] key or [DOWN] key to check the car call status in present floor. If need to set car 

calls on current floor, press [ENTER] key in the interface to save the car call information. In the interface, the 

information follows “F:” is the present floor the elevator car at. 

Floor selection flowchart is shown in Figure 4.6. 

01 ↑   0[<]    P[>]
02:0      S:0      X:

0   

0

          S    

FIGURE 4.6 FLOOR SELECTION  

In the 









52 

Chapter 5: 5

 

 Chapter 4: Operator   

 

 

4.7. Motor Auto-tuning 

Motor Auto-tuning includes two parts: Motor angle tuning and motor parameter tuning. In the interface of Motor Tune: 

Press [UP] or [DOWN] key to move the arrow to select related tuning information; Press [ENTER] key to enter the 

pointed tuning interface. 

In the interface of Motor Angle Tuning and Motor Parameter Tuning, press [ENTER] to start turning. During tuning, the 

operator display “waiting”; after tuning, it will display “success”. During tuning, if there is error, the tuning process will 

be terminated, and LCD will display “Tune End”, and the status is “error”, with error code followed. 

Before auto-tuning process, make sure to set the parameters in the F5 & F8 menu first.  

Make sure motor has no load, first carry out motor parameter tuning, then carry out the motor angle tuning. Press [ESC] 

key to return to the previous menu. The flowchart of the motor learning is shown in Figure 4.13. 

 

FIGURE 4.13 MOTOR AUTO-TUNING PROCESS 

4.8. Motor Load Tuning 

Motor Load Tuning also includes two parts: Light loaded tuning and Full-loaded tuning. 

In the interface of load tuning: Press [UP] or [DOWN] move the arrow to select related tuning information; press 

[ENTER] key to enter the pointed tuning interface. 

In light-loaded tuning or full-loaded tuning interface: Press [ENTER] to start tuning process, the operator displays the 

present status. Press [ESC] key to return to the Previous Menu.  

The load tuning process is shown in Figure 4.14. 
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Language Selection 

The flowchart for the language selection is shown in the Figure 4.18. 

……

  Initialization
Language Sel
A0-00:CHN
 

  Initialization
Language Sel
A0-00:ENG
 

[    ]

[    ]

 

FIGURE 4.18 LANGUAGE SELECTION  

Press [UP] or [DOWN] to select language, and press [ENTER] key to save the selection. 

User password input and setting 

In the interface of password, press the [LEFT] or [RIGHT] key to move the arrow to the pointed position, press [UP] or 

[DOWN] key to increase or decrease the pointed value, press the [ENTER] key to input the password. When password 

input is incorrect, “invalid password” will be displayed, and the password cannot be changed at this time. When the 

password input is correct, “Password OK” will be displayed, next press [ENTER] first then press [RES] key to enter the 

password setting interface and reset the password. Resetting password is similar to input password. Finally press the 
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4.12. Parameter Copy 

The function parameter copy is to simplify the parameter setting and commissioning process, especially for multiple 

elevators with same configurations. After finishing the parameter setting and commissioning of one elevator, this 

function can copy all the parameters (Saved in the digital operator memory), take the digital operator and connect to 

other elevators, copy all the parameters to the controller, check parameters, and the elevator can run normally. 

In the interface of parameter copy: Press [UP] or [DOWN] key to move the arrow to carry on the necessary operation, 

press the [ENTER] key to start operation. 

The flowchart of parameter copy is shown in Figure 4.21. 

      Para Copy
    Para Read
    Para Write
    Para Verify

      Para Copy
      Para Read
      Copying...

[ENTER]

 

FIGURE 4.21 PARAMETER COPY 

After copy operation, LCD display is shown below in Figure 4.22. 

      Para Copy
      Para Read
      Copy ok!

      Para Copy
      Para Read
      Copy Error

 

FIGURE 4.22 PARAMETER COPY FINISH 

Press [ESC] key to return to the previous menu. 

4.13. Restore to Factory Setting 
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4.14. Blue-Light Traction machine Parameter Input 

When using Blue-Light Integrated Controller, if the traction machine is also made by Blue-Light, you only need to input 

the machine model number and encoder information on the machine name plate to finish the parameter setting of the 

machine. 

The interface of the Blue-Light machine input is showing in Figure 4.24(a). The input content has three parts, separated 

by “.”. The first part is the model number (separated in 4 digits), the middle part is encoder resolution information, the 

last part is the PG model. The detail information is showing in Figure 4.24(b). 

  SL Motor Type
      -0.0 --.-.- 
  

(a) (b)

  SL Motor Type
      S1.0 D-.2.0 
  

PG Type
0: Increamental Encoder
1: Sine/Cosine Encoder

Encoder PPR

Motor Model

2: 2048ppr
8: 8192ppr

 

FIGURE 4.24 BLUE-LIGHT MACHINE INPUT  

Use [UP] or [DOWN] key to set the content of the pointed area, then press the [ENTER] key to confirm. The cursor is 

then moved to next bit. If the pointed area is not set, the cursor will not move even you press the [ENTER] key (Except 

the 4th number of the machine model, e.g. S1.0D- as the last number is empty, you can press the [ENTER] key directly 

to set the next bit). 

The flow chart of the Blue-Light machine input is shown below in Figure 4.25 (S0.75D as an example). 

  SL Motor Type
       

 

FIGURE 4.25 BLUE-LIGHT MACHINE INPUT FLOW CHART 
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Chapter 5: Parameters 

5.1. Parameters Function Classifications 

According different function, parameters are divided into groups as shown in chart 5.1. 

Chart 5.1 Parameter Functions List 

 

 

 

 

5.2. Parameters Hierarchical Structure 

The hierarchy structure of parameters as shown in Figure 5.1. 

Menu MonitorPara(U)

SettingPara(F)

Modified(D)

Fault Report

Saving Para

Hoistway(U0)
I/O Input(U1)
I/O Output(U2)
Car Data(U3)
RunApprais(U4)
SoftwareNo(U5)
Drive Para(U6)

Elevator Fault

ControllerFault

Floor Data(F0)
Run Data(F1)

Input Type(F3)
User Set(F4)
Mtr Para1(F5)
Mtr Para2(F6)
PI Para(F7)
Enc Para(F8)
Ctrl Para(F9)

NetMonitor(FB)
NoCompPara(FA)

Floor Sel(D0)
Door Ctrl(D1)
Motor Ctrl(D2)
Call Test(D3)
Comm Test(D4)

Time Data(F2)

Basic Para

Hoistway Learn

Motor Tune

Load Tune

Tune Sel

Initialization

Para Copy

SL Motor Type

Language Sel
User Password

Contrast
Factory Password

Dynamic Password

System ClockSystem set

Spec Para(FC)
Network Config

Inner Para(FX)
RestoreDef

 

FIGURE 5.1 CONTROLLER PARAMETERS HIERARCHICAL STRUCTURE  

Function Symbol Function Name 

U Monitoring Parameters 

F Setup Parameters 

A Environment Initialization 

D Commissioning Parameters 
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5.3. 

U0 00 -- --

U0 01 -- --

U0 02 -- --

U0 03 -- --

U0 04 -- --

U0 05 -- --

U0 06

U0 69

-- --
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5.3.2 Monitoring Parameter for I/O Status, Cabin Signal & Interference Appraisal (U1-U5) 

Chart 5.3 U1~U5 Monitoring Parameter List 

 

Para 

No. 
Display  Content Range Unit 

Ref 

Page 

U1-00 Input Data 

Controller input data show in decimal type. It 

will be turned into binary type to show the 

logical status of the input port. 

-- -- 29 

U1-01 Input Bin 
Input port data show in binary type. Each data 

corresponds to logical status of one input port. 
-- --  

U1-02 Input App 

Each line corresponds to one input port, 

“On/Off” states the current port status, the 

following “n” value states the signal appraisal 

to input level. Value from “10” to “0” refers to 

interference condition from good (less 

interference) to bad (large interference) 

-- --  

U2-00 Output Data 

Display the output port Y0-Y15 current status. 

The valid output port has the corresponded 

indication. Port without output (invalid) will be 

hidden. 

-- -- 30 

U3-00 Car Input Data 

Display car input signal status. The valid input 

port has the corresponded indication. Port 

without input (invalid) will be hidden. 

-- -- 63 

U4-00 Run Times 
Show the elevator accumulated running times. 

Adopts 10 digital decimal figures as indication 
-- Times -- 

U4-01 Run Hours 
Show the elevator accumulated running hour. 

Adopts 10 digital decimal figures as indication. 
-- Hour -- 

U4-04 SendApp1 

Signal send appraisal for Duplex and group 

control. Large number means communication 

send more mistakes. 

-- -- -- 

U4-05 ReceiveApp2 

Signal receive appraisal for Duplex and group 

control. Large number means communication 

receive more mistakes. 

-- -- -- 

U4-06 Interfere Appraise 

Appraise the value of interference strength at 

site. The big value refers to strong 

interference, ”0” states no interference and 

good GND condition. 

-- -- -- 

U4-07 Encoder Appraise 

The interference degree of encoder signal. 

When elevator runs steady, large value states 

the encoder signal weak with heavy 

interference. 

-- -- -- 
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Chart 5.3 U1~U5 Monitoring Parameters List (Cont’d) 

For the meaning of input status U1-01 AND output status U2-00, please refer to the control terminal 

definition chart 3.3. (Page29) 

Cabin signal symbol definition and content is shown in chart 5.4. (Page 63). 

Chart 5.4 U3-00 Cabin Signal Content & Definition 

Cabin signal Symbol signal Cabin terminal No. Content 

C00 IGM1 J3-4 door close 1 input  

C01 IKM1 J2-4 door open 1 input 

C02 IGM2 J5-4 door close 2 input 

C03 IKM2 J4-4 door open 2 input 

C04 GMV2 J10-6 door close limit 2 input 

C05 KMV2 J10-5 door open limit 2 input 

C06 GMV1 J9-3 door close limit 1 input 

C07 KMV1 J9-2 door open limit 1 input 

C08 SZY J10-1 Special Use Input 

C09 IGMYS J6-4 door open delay input 

C10 SZH J9-10 Attendant input 

C11 -- -- Empty (for Backup use) 

C12 SZS J10-2 Bypass drive input 

C13 MZ J9-6 Full-load input 

C14 QZ J9-8 Light-load input 

C15 CZ J9-5 Over-load input 

C16 KZ (50%) J9-9 50% Full-load (No-load) input 

C17 KAB2 J9-7 Door safety plate 2 

C18 KAB1 J9-4 Door safety plate 1 

 

 

 

Para 

No. 
Display Content Range Unit 
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5.3.3 Drive Monitoring Parameters (U6) 

Chart 5.5 U6 Drive Monitoring Parameters List 

Para 

No. 
Display Content Range Unit 

Ref 

Page 

U6-00 Power Rated power class -- kW -- 

U6-01 Ref Speed Reference Speed -- RPM -- 

U6-02 Feedback Speed Feedback Speed -- RPM -- 

U6-03 Load The current load in % of full load -- % -- 

U6-04 DC Voltage DC BUS voltage -- V -- 

U6-05 Output Current Output Current -- A -- 

U6-06 Temperature Drive internal temperature -- ̊C -- 

U6
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5.4.2 Parameters for Running Setup (F1) 

Chart 5.7 Running Setup Parameters List 
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Chart 5.7 Running Setup Parameters List (Cont’d) 

Para 

No. 
Displ3
7ay Content Range 

Factory 

Setting 
Unit 

Live 

Change 

Ref 

Page 

F1-10 Acceleration B1 

B1 refers to the acceleration speed 

curve changing rate, smaller value 

means elevator start with smooth 

and gentle increase of speed. 

0.1~1.0 0.5 m/s2 N 77 
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Chart 5.7 Running Setup Parameters List (Cont’d) 

 

 

 

Para 

No. 
Display  Content Range 

Factory 

Setting 
Unit 

Live 

Change 
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5.4.3 Time Setup Parameters (F2) 

Chart 5.8 Time Setup Parameters List 

Para 

No. 
Display  Content Range 

Factory 

Setting 
Unit 

Live 

Change 

Ref 

Page 

F2-00 
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Chart 5.8 Time setup Parameters List (Cont’d) 

Para 

No. 
Display Content Range 

Factory 

Setting 
Unit 

Live 

Change 

Ref 

Page 

F2-11 Lamp Off Time 

In Auto mode, if have no car/landing 

call during set time, system will cut 

car light power from COP. 

0~999 15 min Y -- 

F2-12 Over Time 

To prevent wire rope slipping or 

elevator car stuck, time from 

elevator running to stop is limited to 

set value. If elevator is running 

longer than set value, system stops 

immediately and enter protection 

mode. Need to re-start the
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5.4.4 Input type setup Parameters (F3) 

Chart 5.9 Input Type Setup Parameters List 

 

 

 

 

 

 

 

 

Para 

No. 
Display  Content Range 

Factory 

Setting 

Live 

Chan

ge 

Ref 

Page 

F3-00 Input Type 

Setting the input type on main 

control panel. Each bit corresponds 

to one terminal. Set default level of 

mainboard input port.  

ON: Close enable, OFF: Open enable. 

0 

~ 

4294967295 

37264415
99 

N 87/88 

F3-01 Car Input Type 

Setting the input type of cabin. Each 

bit corresponds to one terminal. 

ON: Close enable, OFF: Open enable. 

0 

~ 

4294967295 

42949672
95 

N 88 

F3-02 Input select 1 X12 Input Function Selection  0~32 12 N  

F3-03 Input select 2 X18 Input Function Selection 0~32 18 N  

F3-04 Input select 3 X27 Input Function Selection 0~32 27 N 
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5.4.5 Service Setup Parameters (F4) 

Chart 5.10 Service Setup Parameters List 

Note: See more detail of F4-06 and F4-07, please refer to Chart 6.4.  

 

 

 

 

 

Para 

No. 
Display  Content Range 

Factory 

Setting 

Live 

Change 

Ref 

Page 

F4-00 Set Stop Floor1 

Set elevator stop/bypass at 

floor corresponds to each 

bit. (1-32 floors) 

0 

~ 

4294967295 

4294967295 Y 89 

F4-01 Set Stop Floor2 
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5.4.6 Motor Setup Parameters (F5-F6) 

Chart5.11 Motor Setup Parameters List 

Para 

No. 
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5.4.9 Control Setup Parameters (F9) 

chart 5.14 
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5.4.11 Special Parameters (FC) 

Special parameters (FC) are mapping a part of factory parameters (FX) in customer level; users can access this part 

information by user level password. In these parameters, FC-00~FC-06 can only be viewed but not editable, while other 

parameters can be changed. Special parameters (FC) number, description and content are shown below in Chart 5.16. 

Chart 5.16 Special Parameters List 

5.4.12 Environment Setup Parameters (A) 

Chart 5.17 Environment Setup Parameters List 
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Chapter 6: Parameters Setup 

6.1. Elevator Running Speed Setup 

6.1.1 Elevator Rated Speed, Motor Rated Speed, Encoder pulses Setup 

1. Elevator rated speed (F1-00) can be calculated through motor RPM, traction ratio, reduction ratio and traction 

sheave diameter. 

Elevator rated speed is used for calculating the ratio between motor rated speed and elevator speed, 

modifying this parameter cannot change the actual running speed of elevator; if need to change elevator 

running speed, please modify parameter F6-02 (Speed Zoom) 

2. Motor rated speed (F1-01) is the speed of traction machine (RPM) under elevator rated speed. 

3. Encoder Pulse (F1-02) is the pulse number of encoders for hoistway counting at elevator running. 

4. Motor rated speed and elevator rated speed much follow the condition below: 
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If bottom/top terminal (X8/X7) is valid, elevator slow down to 1/2 inspection speed to prevent exceeding the limit. 

When up/down jogging is cancelled, speed given will be instantly 0 without deceleration curves. 

6.1.3 Rescue Speed 

In both case the elevator will run in rescue speed (F1-05): 

1. Due to fault or other reasons, elevator stops outside leveling zone, after elevator restores, it runs in rescue speed to 

the nearest floor and open door to release passengers; 

2. When there is a hoistway counting error (ER14, Er18), elevator will run at rescue speed to the bottom floor for 

recalibration; After elevator reaches the bottom terminal, elevator will run at 1/2 of rescue speed to the bottom 

leveling position.  

6.1.4 Least Speed 

Least speed curve (F1-06) limits the lowest speed generated in the system. System will choose the elevator speed 

based on running distance, but the lowest speed is limited here. For certain site with very small floor distance, reduce 

this value could achieve normal running on this floor. Otherwise elevator cannot park at small distance floor, it will stop 

at the next floor. 

6.2. Normal Running Speed Curve 

Elevator can generate several optimal running curves based on rated speed setting to suit for different speed/distance 

running. But note lowest running speed curve is limited by F1-06. 

Speed Curve 2

Speed Curve 1(Car Speed F1-00)

Speed Curve 3

Speed Curve 11(F1-06)

...

 

FIGURE 6.1 ELEVATOR RUNNING SPEED CURVE 

Acceleration, deceleration for normal running 
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5. F1-14 

F1
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Threshold of smooth speed for start(F1-04)

Speed
(F1-06~F1-00)

Zone Speed(F1-16)

Load Compensation Torque

Inner Running Direction

Inner Running Release

Running Contactor(Y9)

Inner Running

Brake Release Output(Y7)

Running Speed

Zero Speed

t0 t1 t2 t3 t4 t5 t6t

L 
 T  

FIGURE 6.3 ELEVATOR TIMING DIAGRAM FOR NORMAL RUNNING 

Detail explanation of timing diagram for elevator normal running is explained below in Chart 6.1 

CHART 6.1 TIMING DEFINITION FOR ELEVATOR NORMAL RUNNING 

Time Definition and Setup Instruction 
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Definitions and instructions for timing diagram above are shown below in Chart 6.2. 

Chart 6.2 Timing Definition for Elevator Inspection Running 

Time Definition and Setup Instruction 

t0~t9 Definition for t0~t9 are the same with elevator normal running 

ta~t8 

Inspection braking time (F2-02): At inspection running stop, system will not wait for elevator 

zero speed to close brake. When jogging up/down instruction is dropped, brake will close at 

once (with speed). For some asynchronous traction machines, holding time for torque output 

too long will result system trigger over-current protection. In this case decreasing the braking 

time can eliminate such protection. For synchronous machine control, this value should be same 

under normal running and set as 0.8s-1.5s, for asynchronous machine control, this value should 

be set as 0.1s-0.3s. 

6.3.3 Timing Diagrams for Rescue Running 

Leveling Speed
(F1-05)

Zero Speed

Brake Release Output(Y7)

Running Speed

Load Compensation Torque

Inner Running Direction

Inner Running Release

Running Contactor(Y9)

Inner Running

Threshold of Zero 
Speed(F1-16)

Leveling Zone Signal 1(X9)

Leveling Zone Signal 2(X10)

t0 t1 t2 t3 t4 t5 t7 t8 t9 t10t6Enter into Leveling Zone

Leveling

 

FIGURE 6.5 TIMING DIAGRAMS FOR RESCUE RUNNING (SAME DEFINITION & SETTING WITH NORMAL RUNNING) 
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6.3.4 Timing Diagram for Recalibration Running 

Leveling Speed
(F1-05)

Zero Speed

Brake Release Output(Y7)

Running Speed

Load Compensation Torque

Inner Running Direction

Inner Running Release

Running Contactor(Y9)

Inner Running

Threshold of Zero 
Speed(F1-16)

Leveling Zone Signal 1(X9)

Leveling Zone Signal 2(X10)

t0 t1 t2 t3 t4 t5 t7 t8 t9 t10tb
Enter into 

Leveling Zone
Enter into 

 r ntl

es
siit

t

l i 

Sies
s

 

FIGURE 6.6 TIMING DIAGRAMS FOR RECALIBRATION RUNNING (SAME DEFINITION & SETTING WITH NORMAL RUNNING) 

6.4. Door Control 

6.4.1 Door Open/Close Control 

For door control, door open and close time is the related parameter; door limit is the related signal. Timing diagram for 

door open and close can be seen below in Figure 6.7 and Figure 6.8. 

Door Open Output(Y2 or Y4)

Door Open Limit

Door Lock

Door Operator Running

T0

T1

 

FIGURE 6.7 TIMING DIAGRAM FOR DOOR OPEN 
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Door 

 

FIGURE 6.8 TIMING DIAGRAM FOR DOOR CLOSE 

T0: The actual door-
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5. When elevator enables disabled function, if there are disabled landing/car calls on current floor, waiting time will 

be door open delay time (F2-06). 

6.4.3 Door Control in Attendant and Special use mode 

In attendant/special use mode, door must be closed manually. If door driving mode (F1-21) is set to 1, door close will 

be jog mode, if set to 0, door will close completely after pushing door close button, no need to push the button 

continuously. 

6.4.4 Door Control in Inspection, Fire mode 

In inspection mode, door open and close are both jog mode based on international standard. 

Door control in fire-mode:  

1． In fire mode, if elevator is running, elevator will land to the nearest floor but does not open door, then 

elevator return to fireman floor. 

2． In fire mode, if elevator stops at another floor, door will not open after fully closed, then elevator return 

to the fireman floor. If door is open, door will close at once, but before the door is completely closed, the door 

can be opened again by pushing the door open button. 

3． If elevator is at the fireman floor, it will open door and hold. 

4． In fire mode, except on fireman floor, on all other floor’s door can only be controlled in jog mode. 

6.5. Homing Function Setup 

Elevator in auto mode (no duplex/group control), if there are no landing/car calls in set time, elevator will return to 

homing floor. 

1. Set homing floor (F0-01) 

2. Set homing time (F2-07), this function is disabled if set homing time to 0.  

6.6. Parking Function Setup 

Normal elevator lock input: 

1. Electric lock input (X20) invalid, elevator in auto mode, 

-
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1. 



84 

Chapter 7: 8

 

 Chapter 6: Parameters Setup  

 

 

6.8. Rear Door Control Setup 

6.8.1 Different Mode Selection 

On the same floor, both front/rear doors can be opened; there are different modes (0-n) available based on customer 

requirements. 

Parameters setup for rear door mode is F1-22. 

n=0: single door mode. 

n=1: Rear door mode 1, only one door acts at every floor. 

n=2: Rear door mode 2, two doors can open on some floors, but they cannot open at the same time, if one door needs 

to be opened, the other door must be closed first. (Two sets of COPs are needed for both front and rear door.) 

n=3: Rear door mode 3, two doors can open at some floors, after landing on these floors, two doors open at the same 

time. (Only one set of COP is needed, HOP calling address is same for both doors.)  

n=4: Rear door mode 4, two doors can open at some floors, after landing on these floors, two doors open at the same 

time. (Two sets of COPs are needed for both front and rear door.) 

n=5: Rear door mode 5, two doors can act at some floors, when elevator runs to such floors, door will open as per 

requirement, for example: front/rear door will open on front/back car call and landing call. Both doors will open on 

both sides car/landing call. (Two sets of COPs are needed for both front and rear door.) 

According to the rear door mode, HOP address setting and COP wiring are different too: 

1. HOP address setting 

1) When rear door mode on controller is set as0, 1, 3, HOP address is same as usual; 

2) When rear door mode on controller is set as2,4,5, HOP address is set as below: 

a) 1~32is the absolute floor number at front door side: 

1is the bottom floor, 2is second to bottom floor, maximum number is 32, total 32 floors. 

b) 33~64is absolute floor number at rear door side: 

33 is the bottom floor, 34 is second to bottom floor, maximum number is 64, total 32 floors. 

c) If there is only one door on some floors, then the HOP address for the other door is empty.  

Example 1: Elevator has one basement floor with both front and rear doors, on this floor HOP address is 1 for 

front door and 33 for rear door.  

Example 2: Elevator has one basement floor with only front door, and one ground floor with both front and rear 

doors, on the basement floor HOP address is 1 for front door and empty for rear door. On the ground floor HOP 

address is 2 for front door and 34 for rear door.  

2. C.O.P button wiring:  

1) When rear door mode on controller is set as 0, 1: 1~N floor buttons are connected to the COP terminal as 

usual. 

2) When rear door mode on controller is set as 2er ig628(4)-3(,)8( )-19351: 
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Chart 6.3 Input Type Setup (Cont’d) 

Name Port Position Definition 
Paramete

rs 

Default 

Input Level 

Output Switch 

Default State 

Indicator 

Default 

State 

M
ain

 C
o

n
tro

l B
o

ard
F3

-0
0 

X14 J8-2 SMS jog up input (Attendant up) 
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6.11. Weighing Device Setup 

When using SJT-300 weighing device, load detection is available through communication with main control board on 

CAN BUS. See below for setup procedures: 

1. Enable weighing device F1-29=1, F9-11=1; 

2. Perform light load and full load self-learning procedures; 

3. According to the compensation condition, adjust the compensation coefficient F9-00. 

4. For elevator with no compensation chain, adjust F1-18 based on actual condition on top and bottom floor: 

a) Adjust the simulated load compensation gain in inverter until elevator runs down from top floor with no 

sliding; 

b) Move the empty elevator to bottom floor, increase load compensation adjustment parameter until elevator 

runs up from bottom floor with no sliding; 

c) The adjustment range for this parameter should be 0-12. 

6.12. Duplex Control Setup 

Controller has internal integrated duplex module, two elevators are connected through CAN1 in parallel, corresponded 

parameters need to be set to achieve duplex control. 

J11-7     J11-8     J11-6

Integrated Controller A

J11-7     J11-8     J11-6

Integrated Controller B

 

FIGURE 6.9 CONNECTION FOR DUPLEX CONTROL 

Setup procedures:  

1． Enable duplex control, F1-25=1 

2． Set duplex elevator number F1-24, elevator A is set to 0, elevator B is set to 1. 

3． Both elevators must have same fireman floor. (Otherwise call registers will be mixed up) 

4． Call address should be set the same with single elevator. 

After setup please save the parameters, reset the power and updating the communication address.  
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Chart 6.4 Special Function List 

Number Instruction 

F4-06-00 
After elevator stops, based on current floor, if there is no landing/car call ahead of the current floor in 
previous running direction, system will cancel all the car calls. 

F4-06-01 
ON: While ER14 occurs, levels the car first to evacuate passengers on the nearest floor in the first place 
then return to base floor. 
OFF: Elevator directly returns to base floor. 

F4-06-02 
ON: In Fire mode when elevator leaves fire floor then disables fire linkage output, when elevator return 
to fire floor then restore fire linkage output. 

F4-06-03 ON: Disable ER29 fault. 

F4-06-04 
ON: Two elevators in duplex control and not in service, when the same floor has both up/down landing 
call registered, both elevators serve this call; 
OFF: Only one elevator serves this call. 

F4-06-05 
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Chart 6.4 Special Function List (Cont’d) 

 

 

Number
BT

/F5 15.96 Tf

1 0 0 1 1140p
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Special Function List (Cont’d) 

6.17. Motor Parameters Speed Setup 

First, please set the motor parameters based on actual machine. 

F5-00: motor type. 0: synchronous outer rotor machine; 1: asynchronous machine, 2: synchronous inner rotor machine. 

Please make sure the machine type is set correctly, as system will perform motor auto-tuning and vector control based 

on motor type.  

Also, please input following motor parameters based on the machine nameplate or user manual to ensure the accuracy 

of system generated motor digital model and vector control coupling.   

1. F5-01: Motor poles 

2. F5-02: Motor rated frequency  

3. F5-03: Motor rated power 

4. F5-04: Motor rated speed (RPM) 

5. F5-05: Motor back-EMF (this parameter is only valid for asynchronous machine) 
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0: Internal serial signal, it can only be used with Blue-light weighing device; 

1: External simulative input +10V~-10V; 

2: External simulative input 0V~+10V. 

4． Maximum torque compensation F9-00; if set to 60%, the maximum output torque compensation at full load will 

be 60% of the rated torque. 

5． Torque control output enable F9-11; if set to “1”, system will output torque based on the source of F9-13 and 

multiply by F9-00; if set to “0”, load compensation is disabled.  

Output control diagram of load compensation torque can be seen below in Figure 6.14. 

Weighting
Enable

F1-29=1

Load
Detection

U6-03
0%

100%

Inner 
Load

0%

100%

100% F1-18*
Floor DifferanceLoad Detection by 

Serial Communication

0%

F9-00

Output Ratio of 
Compensation 

Torque

-F9-00

Compensation 
Source 

Selection

0%

10V

-10V

0%

10V

0V

Compensation 
Torque Output

AG0_IN

AG0_IN

Analog Load Input

Analog Load Input

F9-13=0

F9-13=1

F9-13=2

Release Torque 
Compensation 

Output 
F9-11

 

FIGURE 6.14 LOAD COMPENSATION TORQUE OUTPUT CONTROL 

6． In synchronous machine control, as there is no compensation chain for low building, Blue -light weighing device 

can only measure the load in cabin and cannot detect the rope weight variation on different floor. In this case 

load compensation adjustment (F1-18) need to be used.  

Adjustment Procedures:  

1) Perform no-load, full-load learning;  

2) Run the no-load elevator to top floor;  

3) Adjust simulative load compensation gain in inverter until elevator does not slide when runs down from top 

floor. 

4) Run the no-load elevator to bottom floor, increase the load compensation adjustment parameter (F1-18) 

until elevator does not slide when runs up from bottom floor. 

6.21. Encoder Parameters Setup 

Set F8-00 based on encoder pulse number. Encoder pulse usages can be seen below in Figure 6.15. 
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Prescaler
(F8-01)

Pulse Output
(for Commissioning 
Simulator)

For Driving

F1-02
Hoistway Counting

Encoder Input F8-00

 

FIGURE 6.15 ENCODER PULSE USAGES 

6.22. Start without Load Compensation Setup 

When using BL6 series integrated controller with Sine/Cosine PG card, it is possible to achieve comfort start without 

load compensation by proper setup in FA group parameters. (It means elevator can reach the same effect of load 

compensation even without weighing device.) 

1． Note for starting without load compensation: 

1) PG card type, F8-02 is set to “1” (Sine/Cosine PG card) 

2) Weighing compensation invalid, confirms F9-11 is set to “0” to disable weighing compensation and enable FA 

group parameters. 

3) Drive software version, confirm version is 0005 or above.  

2． 
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Chart 6.5 Elevator 
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Chapter 7: Commissioning 

7.1. Important Reminder 

1. Thanks for purchasing our product, please read this manual and related instruction thoroughly before 

processing with installation, connection (wiring), operation, maintenance and inspection. To avoid any 

damage/loss of the products or accident to people, please make sure you have sound knowledge of the device 
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2. Check if there is interference between high voltage part and low voltage part. Use a multi-meter to measure the 

resistor in different circuit, resistor to earth must be infinity big. 

3. Please check if wiring from power supply to the control cabinet and traction machine is correct, this is to avoid 

damaging the controller after powering on. 

4. Check wiring between encoder and controller, coaxial degree of encoder and traction machine shaft, wiring 

between encoder and traction machine.  

1) Check if the enclosure of the controller and motor, cabin, landing door are reliably earthed to ensure the 

safety to personnel. 

 

Controller enclosure and motor enclosure should be earthed to one point. 

2) Make sure correct wiring of the terminal block J1 on control board to avoid any damage to the main control 

board.  

 

Controller has special digital operator, it should be connected to the socket J232 on main control 

board by a special cable before commissioning. USB serial communication cable is also available; 

connect it to the port USB0 on main control board to computer, then do commissioning with 

special software. (please refer to commissioning software manual) 

3) Make elevator stop at the middle floor. 

4)  Turn electric lock to position “ON”. 

7.3. Power on and Inspection 

7.3.1 Things need to confirm before Power On 

1. Confirm all the air switches in control cabinet are open. 

2. Confirm mode switch on the controller is at “inspection”, emergency stop button is pressed. 

3. Confirm inspection switches on car top and cabin are both in “normal” positions. 

4. Confirm terminal resistor for bottom HOP is connected 

5. Check voltage on the main power supply：3 phase voltage is 380±15%VAC, phase-phase voltage difference is 

smaller than 15VAC, Phase-N voltage is 220±7%VAC. 

6. Confirm the wire specification and main switch capacity match the design requirement. 
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7.3.2 Inspection after Power On 

1. Close main power switch Q1, if phase relay KXX green LED on, it means the phase sequence is correct, otherwise 

red LED on, means phase sequence is incorrect, in this case please switch off the main power switch, exchange any 

two phases, and repeat the above inspection.  

2. Inspect the terminal voltage on transformer TC1, the values should be in the range of ±7% of the indicated value, 

if voltage exceeds this range, find out the problem and correct it. 

3. if the above inspections are normal, then do the following process: 
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4) Check door open/close system, do corresponded adjustment if necessary.  

7.4. Parameter Setup 

It is
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     Motor Tune
  Angle Tune(X0)
  Para Tune(X1) [ESC]

[ENTER]     Para Tune(X1)
Tune start?

[ENTER] to start

[ENTER]

    Para Tune(X1)
Tune start
       Waiting

    Para Tune(X1)
Tune End
       Success

Display: Success /Fault Code

 

FIGURE 7.2 MOTOR PARAMETER TUNING WORKFLOW 

After press the “Enter” button, motor parameters tuning start. Motor will remain static after a short vibration, system 

continues to supply current and motor generates current noise. The whole process takes about 5 seconds. 

If tuning success, return to parameter setting menu, check motor phase inductance (F5-06), and motor phase 

resistance (F5-07). They should all be adjusted to the correct value. Generally, one successful tuning is enough. 

However, if want to acquire more accurate results, one can record the results of this tuning, then repeat the process, 

and take the average value from tuning results.  

If self-learning fails, operator will indicate the error code, please refer to the troubleshooting chart in chapter 8, find 

out the reason and solve the problems, then start motor parameter tuning again. 

7.5.2 Motor Static Tuning 

Motor static tuning process is as follows.  

1. Close brake. 

2. Select tuning method parameter FC-13 (or FX-20) to “1” on digital operator. 

3. Short circuit running contactor output Y9 (J5-10) and COM3 (J5-6) to make it close; (If the system has a separate 

star short circuited contactor, close it as well). 

If tuning success, return to parameter setting menu, check motor phase inductance (F5-06), and motor phase 

resistance (F5-07). They should all be adjusted to the correct value. Generally, one successful tuning is enough. 

However, if want to acquire more accurate results, one can record the results of this tuning, then repeat the process, 
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7.6.1 Rotation Tuning Procedures 

BL6 series elevator integrated controller no longer distinguish encoder types. This angle tuning mode requires that the 

motor is no-load, and the brakes are open. 

The preparations before tuning as follows: 

1. Synchronous motor (traction machine) must not have any load (don’t hang on steel ropes); 

2. Short circuit running contactor output Y 9 (J5-10) and COM3 (J5-6) to make it close; 

3. Short circuit brake contactor output Y7 (J5-8) and COM3 (J5-6) to make it close and open brake; 

With digital operator, AutoTuneModeSel (FC-13/FX-20) should be set to 0(0: Rotation tuning; 1: Static tuning). With the 

motor parameters (F5) and encoder parameters (F8) are set correctly, perform the initial angle rotation tuning as 

follow figure. 

Display: Success /Fault Code

  Motor Tune
  Angle Tune(X0)
  Para Tune(X1) [ESC]

[ENTER]
  Angle Tune(X0)
Tune start?

[ENTER] to start

  Angle Tune(X0)
Tune End
       Success

[ENTER]

  Angle Tune(X0)
Tune start
       Waiting

 

FIGURE 7.3 MOTOR INITIAL ANGLE ROTATION TUNING 

After pressing “Enter”, tuning starts. At first, Motor will immediately rotate to a certain position, then rotate forward at 

a certain speed (facing to traction sheave, anticlockwise rotation is forward direction), the speed is depended on motor 

pole number and initial position. Motor will stop after at most 2 turns and will be rotated again to a certain position to 

stop for 2 seconds, then tuning stops and the operator display “success”. The whole tuning procedure lasts around 30s. 

After tuning successful, perform a trial run according to chapter 4 “4.4 Parameter commissioning in Digital Operator”. 

Make traction machine accelerate forward from zero speed to rated speed, run it in constant speed for a while and 

observe the running condition; make motor run in opposite direction in same way.  
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7.6.2 Static Tuning Procedures 
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7.7. Inspection Running 

7.7.1 Inspection Running in Machine Room 

1. Things to check before inspection running in machine room. 

1) Inspection switch in control cabinet is at “Inspection” position, inspection switch on car top and cabin should 

be in “Normal” position. 

2) Safety circuit and door interlock circuit work normal, DO NOT short door interlock circuit. 

3) After power on, emergency stop contactor, door interlock contactor, and power contactor in control cabinet 

are closed, check if the controller works normal and parameter setting is correct, in LCD indicator, elevator 

state is “INSP”. 

4) Connect the brake wiring to control cabinet properly. 

2. Inspection running in machine room 

When the inspection running requirements in machine room are satisfied, press the Jog Up/Down 

button on the control cabinet, elevator will run up/down in set inspection speed. 

Note: For integrated controller with ARD function, the inspection switch is called "Emergency Run Mode Switch" 

7.7.2 Inspection Running on Car Top/Cabin 

If inspection running in machine room works normal, then inspection running on car top and cabin can be performed. If 

the up or down direction of the buttons of inspection running on car top and cabin are opposite with the actual running 

direction, please inspect its buttons’ wiring, do not change the wiring in control cabinet. 

7.8. Hoistway Learning 

Hoistway parameter self-learning means elevator runs at a self-learning speed and measures every floor height and 

record the position of every switch in the hoistway. As the floor position is the foundation for elevator normal running, 

braking and floor display. Therefore, before normal running, hoistway parameter self-learning must be performed. 

Before hoistway parameter self-learning, inspection running in full trip must be performed too; elevator must be able 

to run normally from bottom limit to top limit. 

Hoistway parameter self-learning procedure is as follows: 

1. Make sure elevator meets the conditions for safety running; 

2. Make sure all the switches in hoistway are installed and connected correctly, traveling cable and hoistway cable 

are connected correctly, and finish setting the HOP/display address; 

3. Elevator in inspection mode, jog elevator down to the bottom limit (bottom limit is valid); 

4. Enter elevator hoistway self-learning menu through digital operator, follow the learning procedures shown below 

in Figure 7.5. 
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  Hoistway Learn
Floor:  5
   To DownLimit

  Hoistway Learn
Floor: 1
  
[ENTER] to start

  Hoistway Learn
Floor:  1
     Waiting

  Hoistway Learn
Floor:  6
     Success

  Hoistway Learn
Floor:  6
      ERR 01

[ENTER]

 

FIGURE 7.5 HOISTWAY PARAMETER SELF-LEARNING PROCEDURES 

5. The results of learning can be seen from hoistway position parameter U00-U69 under monitor menu with unit of 

meter, please check the switches position after hoistway learning.  

6. In self-learning process, if control system detects any abnormal phenomenon, self-learning will be terminated and 

give fault code, please refer to troubleshooting chart in chapter 8, find out the reason and solve it accordingly, 

then start hoistway parameter self-learning again. 

When self-learning process stops, only when LCD indicator shows “success” on digital operator, 

self-learning is completed successfully. 

7.9. Normal Speed Running 

After hoistway parameter self-learning is completed successfully, normal speed running can be carried out. Procedure 

as follows: 

1. Switch elevator to attendant mode (Manual) 

2. In floor selection parameter D0 through digital operator, target floor can be set (details refer to chapter 4.4 

Commissioning Parameters Setup). Then it is possible to perform single floor traveling, double floor traveling, 

multi-floor traveling and full trip traveling test. Through D1 parameter interface, input door open and close 

instruction to control the door.  

3. Make sure elevator can start, accelerate, decelerate and leveling normally in normal speed running.  

4. If running is abnormal, please check for parameters setting. 

7.10. Elevator Comfort Level Adjustment 

If comfort level and leveling accuracy of elevator running are not perfect, please follow procedures below. First, check 

the mechanical system condition (Such as clearance of guide shoes, lubricating, steel rope, position of the rope hitch 

plate and else.) which might influence the comfort of elevator running. After checking all the mechanical parts, then do 

adjustment in controller.  

As the controller control the motor running according to the given starting/braking speed curve, therefore shape of the 

given speed curve, motor feedback speed to controller and the timing logic of controller signals directly influence the 

comfort level of elevator running. 
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7.10.1 Adjustment for Start/Brake speed curve 

Elevator running speed curve is shown below in Figure 7.6. 

t1 tk tq ts td
t2
tf

Speed

Direction

Brake Release

Speed Given

P1

b1

P2 P3

b2

P4

Time

 t1: Direction Forming Time  tq: Acceleration Time at Starting
 t2: Direction Keeping Time  td: Deceleration Time at Braking
 tk: Advanced time for Brake Release  tf: One Running Cycle 
 ts: Running Time at Constant Speed

 

FIGURE 7.6 ELEVATOR RUNNING SPEED CURVE 

1. Three parameters adjustment for motor starting S curve:  

1) P1: Acceleration increase in starting section, it means the rate of elevator acceleration change. Smaller value 

means the slower starting section, the smoother running period and the lower the efficiency. On the other hand, 

faster at acceleration starting section means higher efficiency for elevator running.  

2) b1: Acceleration in starting section, it means the rate of elevator speed change. Smaller value means the slower 

starting section, the smoother running period and the lower efficiency. On the other hand, faster at acceleration 

section means higher efficiency for elevator running. 

3) P2: Acceleration decrease at end of starting section, it means the rate of elevator acceleration change. Smaller 

value means slower at end of starting section, the smoother running period and the lower efficiency. On the other 

hand, faster at acceleration ending section means higher efficiency for elevator running. 

2. Three parameters adjustment for motor braking S curve: 

1) P3: Deceleration increase at start of braking section, it means the rate of deceleration change, smaller value 

means slower at start of braking section is, smoother running period and lower efficiency. On the other hand, 

faster at brake starting section means higher efficiency for elevator running. 

2) b2: Deceleration in braking section, it means the rate of elevator speed change. Smaller value means the slower 

braking section, the smoother running period and the lower efficiency. On the other hand, faster at braking 

section means higher efficiency for elevator running. 
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3) P4: Deceleration decrease at end of braking section, it means the rate of deceleration change. Smaller value 

means slower at end of braking section, smoother running period and the lower efficiency. On the other hand, 

faster at brake ending section means higher efficiency for elevator running. 

Commissioning at jobsite need to first guarantee the elevator running efficiency, then adjust the above 6 

parameters to achieve optimal elevator running curve. 

7.10.2 Follow & Adjust Running Curve 

To achieve the maximum level of comfort, integrated controller must control the motor and make feedback speed 

strictly following the change of running curve. 

As the controller establishes the mathematic motor module based on the motor parameters input by customers, and 

controller perform decoupling control by this module on motor starting/braking. Therefore, customer should input the 

motor parameters correctly. (When motor parameter is not precise or not confirmed, we suggest customer perform 

motor parameter tuning.) 

Proportional gain on the speed circle F6-04 and integral gain F6-05 or F7-05~F7-12 for PI section parameters also 

influence the motor tracking ability to speed curve. Generally, increasing the proportion gain will improve the reaction 

of the system and promote the tracking speed. However, if proportion gain is set too big, it will cause system vibration 

with high frequency and large motor noise. Increasing integral gain can improve the system anti-interference/tracking 

ability and improve the leveling precision but set integral gain too big will make system vibration, speed over 

adjustment and wave vibration. 

Generally, it is recommended to first adjust the proportion gain, increase it right before system vibration threshold. 

Then adjust the integral gain, enable system with quick reaction and no over adjustment. 

If system performance is not perfect at start or stop period (low speed period), try to control in multi-section PI, detail 

can be seen in 6.19.2 in Chapter 6.  

7.10.3 Control Timing Adjustment 

The control timing of this system can be seen Section 6.3

 

in Chapter 6, customer can adjust timing parameters and zero 

speed setting. 

1. Timing adjustment: Refer to section 6.3
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7.11.1 Basic Conditions for Elevator Leveling 

1. Make sure the leveling switches and leveling inductor plates are installed in the right position. 

2. Length of leveling inductor plates on every floor must be the same. 

3. Leveling inductor plates must be installed vertically. 

4. The position of leveling inductor plates should be precise. When elevator Is at the leveling position, the center 

of the plate and center of two inductors should match together (refer to appendix), otherwise elevator leveling 

will hav
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Chapter 8: Troubleshooting 

This chapter explains in detail the fault display of integrated controller, the reasons behind and possible solution. The 
fault display on integrated controller may come from elevator system errors, Hoistway learning errors, driver errors, 
motor parameters setting and Encoder phasing errors. 

8.1. Elevator System Faults 

Chart 8.1 Elevator System Fault List 

Error 
Code 

Definition Possible Solution 

Er2 
Door inter-lock faults: Door inter-lock circuit open 
at elevator running  

Check the work condition of door vane and door 
interlock circuit. Roller should have enough space at 
both side of the vane. 

Er3 Driver faults 
Check drive-error code. Determine the possible 
cause of the fault and solve in corresponding 
solution. 

Er4 
Elevator running in opposite direction with 
command 

1. Exchange phase “V” and “W” on motor 
2. Exchange phase “A” and “B”, on encoder terminal 
block or change in parameter setup.  

Er5 

Brake open fault: System does not receive brake 
open feedback signal after output brake open 
command: 
1. No X6/X31 feedback after Y0output 0.5/2s.  
2. X6/X31 enable when Y0 has no output. 

1. Check the traction machine brake detection 
switch and wiring; 
2. If no feedback switch, should set feedback enable 
to OFF 

Er6 
During elevator running, leveling zone input signal 
X3, X4 is always on. 

Check leveling zone signal circuit and induction 
switch  

Er7 Inverter pulse not enough at elevator running. Check the wiring from encoder to controller. 

Er9 

KDY fault: Contactor KDY output not matching 
feedback signal: 
1. After Y1 output X5 no feedback in 0.4s. 
2. X5 is enabled when Y1 has no output. 

Check the contactor KDY coil and output/feedback 
circuit wiring. 

Er10 Safety circuit open, input X10 is invalid. Check all safety circuits.  

Er11 
Leveling switch signal missing: Elevator is running 
pass the floor, but there is not input at X3 /X4. 

Check the leveling switches and its wiring. 

Er12 Elevator pass top limit switch (X1 is invalid) 
Check encoder, top limit switch including its position 
/ wiring. 

Er13 Elevator pass bottom limit switch (X2 is invalid) 
Check encoder, bottom limit switch including its 
position / wiring. 

Er14 

Floor counter error from encoder deviation 
accumulation: after this error, elevator will return 
to bottom floor in inspection speed for 
recalibration.  

1. Check encoder wiring and related circuits; 
2. Check the leveling switch and related circuits; 
3. Possible reason: traction rope slip /door drive 
shake at start.  

Er17 No drive output after running command. Check parameters in controller or contact supplier. 

Er18 
Floor number error: after this error, elevator will 
return to bottom floor in inspection speed for 
recalibration.  

Check the encoder and its wiring. 

Er19 

The deceleration distance for target floor is not 
enough, elevator did not perform hoistway 
parameter learning after changing terminal switch 
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Chart 8.1 Elevator System Fault List (Cont'd) 

 

Error 
Code 

Definition Possible Solution 

Er39 Brake force test failure, lack of brake force. 
Examine the brake. Powering off can make it recover, 
however it should do a brake force test again to ensure 
enough brake force. 

Er40 Brake is invalid and cause sliding error. 

The safety protection function of safety circuit board 
has acted, the car has creeped and released people 
after finding brake invalid. Then the car return to top 
floor and try to brake again, but the brake is still invalid 
and the car slide. System latch the error unless power 
off. 

Er41 Unexpected slide error, examine brake force. 

The safety protection function of safety circuit board 
has acted, the brake is successfully closed while car's 
creeping. System records the slide in fault record as a 
warning of brake force fault but shows no error. 

Er42 
While emergency running input is valid, the car 
moves unexpectedly because of the 
invalidation of brake force. 

The car slide, the system report error and save fault 
record to avoid other unpredictable dangers. Because 
the voltage of emergency power may be too low while 
creeping. 

Er43 

The safety protection function of safety circuit 
board has acted, the door circuit break because 
the car runs out door zone. System reports 
door zone missing error, this error will not 
recover until reset. 

Because it will run out door zone, when door zone 
misses, and brake force become invalid in same time. It 
is for reminding maintenance staffs of solving door zone 
missing error in time, and avoiding the car runs out 
safety door zone while creeping. 

Er44 
The car meets unexpected sliding and during 
releasing passengers, the signal of top limit 
vibrates. 

The sliding protection function of safety circuit board 
has acted. After the system finds brake invalid, the 
signal of top limit vibrates during upward creeping. 
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Chart 8.3 Driver Fault List (Cont'd) 

Error 
Code 

Display Definition Possible Causes Possible Solution 

DF3 OH 

Heat sink overheated 
Find temperature of 
module is higher than a 
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Chart 8.3 Driver Fault List (Cont'd) 

 

 

 

Error 
Code 

Display Definition Possible Causes Possible Solution 

DF9 PGO 

PG disconnect 
Did not receive encoder 
signal at operation.  
PG card type setting is 
different with actual 
one, system cannot 
identify it. 

1. Encoder wiring is broken, 
loosen or wrong 
connection; 

2. Encoder damaged; 
3. Wrong PG type setting; 
4. PG card damaged; 
5. Brake not open. 

1. check encoder wiring; 
2. Check encoder; 
3. Check if F8-02 PG type is same 
with actual PG card; 
4. Check connection between PG 
card and main board; 
5. Check if brake can open; 
6. 
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Chart 8.3 Driver Fault List (Cont'd) 

 

 

Error 

Code 
Display Definition 
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Chart 8.3 Driver Fault List (Cont'd) 

 

 

 

Error 

Code 
Display Definition Possible Causes Possible Solution 
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Chart 8.3 Driver Fault List (Cont'd) 

 

 

 

Error 

Code 
Display Definition Possible Causes Possible Solution 

DF35 162 

While safety protecti

ng, motor has crept 

too long  

When the system is i

n the state of securit

y protection, it is det

ected that the en23a9(r)-197et
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8.4. Motor Initial Angle Tuning Faults 
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Chart 8.4 Motor Initial Angle Rotation Tuning Fault List (Cont'd) 

Error 

Code 
Definition Possible Causes Possible Solution 

RF230 
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Chart 8.5 Motor Initial Angle Static Tuning Fault List  

Error 
Code 

Definition Possible Causes Possible Solution 

RF100 

Controller fault 

The drive has fault and 

cannot do tuning. 

Controller has met fault 

First solve fault according to error code, 

then angle tuning again. Refer to Chart 

8.3 Driver Fault List. 

RF226 

Give voltage limit 

Already give limit force 
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Chapter 9: Maintenance 

This chapter describes precautions and notes for drive storage and maintenance. 

9.1. Safety Precautions for Drive Maintenance & Storage 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 There are high voltage terminals in integrated controller, please DO NOT TOUCH. 

Otherwise there has potential risk of electric shock. 

 Make sure to install front protection cover before power on integrated controller and cut 

power before removing the front protection cover.  

Otherwise there has potential risk of electric shock. 

 Before open case service/maintenance, make sure the power is cut for 10 minutes, power 

on LED (CL) is off and DC+/- bus voltage is lower than 24V. 

Otherwise there has potential risk of electric shock due to capacitor remain voltage.  

 Only authorized and qualified personnel are allowed to inspect/service integrated 

controller.  

Otherwise there has potential risk of electric shock and damage the product.  

 Before maintenance, technicians must remove any metal objects (watch, ring, etc.), and 

must wear cloth with qualified isolation level.  

Otherwise there has potential risk of electric shock. 

 DO NOT remove or change terminal ports at controller power on.  

Otherwise there has potential risk of electric shock. 

 DO NOT change internal structure of the integrated controller.  

Otherwise there has potential risk of electric shock and damage the product.  

 After maintenance, please make sure all terminals and contactors are tightly secured.  

Otherwise there has potential risk of controller not functioning or even get damaged.  

 

 CMOS integrated circuits are applied in control board, please be aware.  

If touch by hand directly, the control board may get damaged due to static charge.  
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9.4. Quick Wear parts 

Controller is made from many components inside, all these parts have their lifetimes, and they depend on environment 

and working condition. As a result, in order to increase the life time of controller and make sure the safety operation of 

elevator, it is necessary to check and inspect some of these parts in a regular basis, replace them if needed. Chart 9.2 

below is the components change standard. 

Chart 9.2 Component change standard 

Item Life time Change method 

Cooling Fan 2-3 year (20000hrs) Change new fan 

Main circuit capacitor 5 year Change new capacitor (Decide after inspection) 

Main circuit fuse 10 year Change new fuse 

Capacitors on PCB 5 year Change new PCB (Decide after inspection) 

Other components 

-----5 year
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Chapter 10: Controller installation with EMC Standard 

This chapter explains in detail the integrated controller installation with EMC standard for reference. 

10.1. EMC Briefing 

EMC (short for Electromagnetic Compatibility) refers to the device/system capability to function normally in an 

environment with electromagnetic interference. It has two parts: first, the device/system must be able to work 
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1. In the cabinet, the filter should be located close to the power line inlet as practicably as possible. Additionally, the 

filter supply line section left in the control cabinet must be as short as possible. 

2. The power line filter should be grounded with reliable connection, and the grounding area should be as large as 

possible.  

3. The power line filter metal case should be securely attached to the control cabinet plate, with contacting area as 

large as possible and ensure good electrical connection.  

4. Please use power line filter that matches the system, such as inverter use power line RFI filter.  

10.4. EMC standard satisfied by Integrated Controller 

When install integrated controller and EMI filter, if the installation procedures are following EMC installation guide, 

then the system could meet the standards below: 

EN61000-6-4：EMC test in Industrial Environment 1800-3。 

EN61800-3：EMC Standard (2nd Level Environment) 

EN61000-6-3：EMC Standard (Residential Environment) 

EN61000-6-4：EMC Standard (Industrial Environment) 
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11.2. Parallel Extension Board FR2000-EBA-V01 

Parallel Extension Board FR2000-EBA-V01 shape and dimension are shown below in Figure 11.3. 

1
2
4

1
3
4

66

76

J1 J2

J3 J4

J5 J6

4-Φ4

 

Figure 11.3 FR2000-EBA Dimension 

11.2.1 Function 

   Parallel extension board is used with parallel integrated controller for floor extension. Without extension board, 

parallel controller can achieve maximum 7 floors (full collective), each extension board can extend 4 floors. At most, 

you can connect two extension boards and extend maximum floors to 15 floors. 

11.2.2 Application 

1. Extend maximum car call/landing call for floors 8 to 15; 

2. Each extension board can extend 4 car calls and 4 landing calls;  

11.2.3 Terminal Specification 

1. J1 Double Pin Bar 2.54/14P 

2. J2 Double Pin Bar 2.54/14P

2.
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11.2.4 Interface Circuit 

J
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6
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1
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LED

L1~L12 

LED

FR2000-

EBA-V01
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J15
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1

FR2000-

EBA-V01

 

FIGURE 11.4 PARALLEL EXTENSION BOARD FR2000-EBA-V01 INTERFACE CIRCUIT 

11.2.5 Terminal Definition & Specification 

Chart 11.2 Parallel Extension Board FR2000-EBA-V01 Terminal Definition/Specification List 
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Chart 11.2 Parallel Extension Board FR2000-EBA-V01 
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Down leveling 
switch

1
8

0
m

m

2
0

0
m

m

Door zone 
flag

Car

Appendix 1: Hoistway Switches Information (Partly) 

F1.1 Leveling Switches & Flag Installation 

For elevator leveling control, two leveling switches (up/down leveling 

switches) and some door zone flags (one in each floor) are required. 

Two leveling switches are installed on top of car, door zone flag is 

installed in hoistway, their dimensions and positions are illustrated in 

Figure F1.1. Leveling switches can be optical or magnetic.  

Door zone flag adjustment:  

1. Elevator stop at each floor, measure car and hall sills difference △

S on each level at elevator park (car sills higher is position, lower is 

negative) 

2. Adjust door zone flag on each floor, if △S>0, flag on this floor 

should move down △S; move flag up △S if △S<0. 

3. Elevator need to redo the hoistway parameter learning after door 

zone flag adjustment. 

4. Check elevator leveling on each floor, read part 1-3 if necessary.                                               

FIGURE F1.1 DOOR ZONE FLAG & LEVELING SWITCH POSITION 

F1.2 Up/Down Terminal Switches Installation 

1. Terminal switches are recommended to use non-contact type, such as magnetic switch. 

2. Up/Down terminal switches are installed in hoistway guide rail; terminal flag is installed on top of car. Their 

positions are shown blow in Figure F1.2 & F1.3. 

3. For elevator speed ≤1.75m/s, only one up and one down terminal switch and one terminal flag is required. For 

elevator speed ≥2.0m/s, more terminal switches should be installed for safety purpose. Please see below Chart F1.1 

for up/down terminal switches position with different elevator speed.  
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Appendix 1: Hoistway Switches  

 

 

 

 

 

 

 

 

 

 

 

 

 

Chart F1.1 Up/Down Terminal Switches with different elevator speed 

F1.3 Confirm the Terminal Switches Location 

Up/down terminal switches signal is used for elevator force change speed and floor position calibration, they should be 

installed 2.5m from car top/bottom to top/bottom floor leveling position. (For elevator speed at 1.6m/s or 1.75m/s). 

To confirm such position: 

1. Make sure elevator in inspection mode; 

2. Set inspection speed to 0.3m/s, run up/down elevator; 

3. Stop elevator when touching up/down terminal switches; 

4. At this time the car sills and hall sills should have a distance of 2.5±0.1m. 

Speed 

Terminal 

Terminal Switch Location 

0.5m/s 1.0m/s 
1.6m/s 

1.75m/s 
2.0m/s 2.5m/s 4.0m/s 
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 Appendix 2: Re-leveling & Door Open in Advance 

 

 

 

If SI1 and SI2 are magnetic sensor, their distance must remain at least 5cm, otherwise two sensors will be 

affected by each other and not able to function.  

F2.5 Main Control Board Parameters Setup 

F2.5.1 Enable this function in Special function list 

Chart F2.2 Door advance open/Re-leveling Function Enable Setup 

Function Number Definition 

F4-07-02 ON: Re-
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Appendix 3: Parameters List 

Chart F3.1 Controller Parameters &Factory Setting List 

Parameter Name Default Value Set Value 

U0-00 Lower Limit 0  

U0-01 Upper Limit 0  

U0-02 Lower Slowdown 1 0  

U0-03 Lower Slowdown 2 0  

U0-04 Upper Slowdown 1 0  

U0-05 Upper Slowdown 2 0  

U0-06 Floor Data 1 0  

U0-07 Floor Data 2 0  

U0-08~68 Floor Data 3~63 0  

U0-69 Floor Data 64 0  

U1-00 Input Data --  

U1-01 Input Bin --  

U1-02 Input App --  

U0 00--U0 00--

U000
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 Appendix 5: Menu operation processes with Digital tubes & operation keys 

 

 

Appendix 5: Menu operation processes with Digital tubes & operation 

keys 

F-XX
[ENTER]

[    ]

[    ]

[    ]

[    ]

[ESC]

[ENTER]

[    ]

[ESC]

E-XX

H-00

H-01

H-02

H-03

H-04

H-05

[ESC]

[ESC]

[ESC]

[ESC]

[ESC]

[ESC]  100
[ENTER]

[ESC] L1   
[ENTER]

[ESC] L2   
[ENTER]

L XX   

LEXX   

     0

     1
[    ][    ]

[ESC]

E-01   10
[ENTER]

[ESC]

[ENTER]

[ESC/ENTER]

     0

 E 

Figure F5.1 Setting flow chart 
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Appendix 5: Menu operation processes with Digital tubes & operation keys  

 

 

 

 

 

 

Figure F5.2 Display and key layout 

ESC: Cancel/return key; 

∨: Flip key; 

ENTER: OK key; 

1. Normally, display current floor F-XX: 

 

 

 

2. Digital tube flashing display error code when fault occurs. 

 

 

 

3. Press ENTER key and Flip key to select H-00~H-07 parameters: 

 

 

 

 

 

 

 

 

 

 

 

∨ Enter 
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 Appendix 5: Menu operation processes with Digital tubes & operation keys 

 

 

4. H-00: Invalid parameter; 

5. H-01: Display current running speed (Unit: cm/s): 

 

 

 

 

 

6. H-02: Hoistway parameter self-learning: 

 

 

 

 

 

 

 

 

 

 

 

 

                          Display L2 when run elevator to lower limit position. 
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ENTER 

Press ENTER, and elevator perform hoistway auto 

tuning automatically. Display current floor. 

 

Display corresponding error code if auto tuning failed. 

Press ENTER to quit auto tuning. 

 

Restore display L2 if auto tuning successful. 

Please check Appendix III hoistway auto tuning error code 

Press ENTER to quit. 

 



 




